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HLK-73300 7-Function Valve Pack

PART NUMBER OPTIONS HLK-733 - - - -

7-WAY = 7
6-WAY + BYPASS = 6B
5-WAY = 5
4-WAY + BYPASS = 4B

PCB POSITIVE COMMON = P
PCB NEGATIVE COMMON = N

FUNCTION FITTINGS
1/4” BSPP(M) CONNECTION = B
FEMALE QUICK DISCONNECT = QD
1/4” SWAGELOK CONNECTOR = SC
1/4” SWAGELOK TUBE ADAPTOR = ST

PRESSURE & TANK OPTIONS

VOLTAGE 24 / 48



Features
• Incorporates 7 bi-directional solenoid valves with 

option for 6 bi-directional valves + one bypass valve
• BSP (parallel) threads used for all connections
• Pilot checks and free flow adjustable restricted return

to tank on each output
• Includes Hydro-Lek solenoid coils 
• Full back EMF diode board also included
• Output connection ports are horizontal to the valve 

pack enabling the units to be mounted in very 
confined spaces

• Two additional ports allow a second HLK valve pack 
to be connected as a slave where more than  
7 bi-directional valves are required
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HLK-73300 7-Function Valve Pack
Lightweight, rugged and highly adaptable valve pack rated to 6000 metres 

Specifications
Standard Working Pressure 140 bar 

(210 bar maximum)
Weight In air 12 kg

In water 8 kg
Electrical Connectors 16 Pin Micro Series 

MacArtney
Dimensions Length 324 mm

Width 220 mm
Height 164 mm

System Options
Basic Valve Packs
• 7-function
• 6-function + bypass valve

Polarity
• Positive (standard)
• Negative

Output Function Fittings
• Quick disconnects
• 1/4” BSP
• 1/4” Swagelok

Supply Input Fittings
• Quick disconnects
• 1/4” BSP

Coil Voltage
• 24V (standard)
• 32V
• 48V


